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FIXOTOP and FIXOTOP REFLEX 
 
 
DESCRIPTION:  
Sealing and bonding tape used for connection between breathable membranes and vapour control 
layers used on steep and pitched roofs and on walls. 
 
It is used to ensure air tightness.  It has a high adhesion and a good ageing resistance.  
 

         
Fixotop      Fixotop Reflex 
 
 
Fixotop   
Adhesive carrier Non-woven 
Adhesive system Poly-acrylic 
Colour  Grey 
Dimension 0,75 x 25 m 
Wheight 1,09kg 
 
 
Fixotop Reflex  
Adhesive carrier Non-woven 
Adhesive system Poly-acrylic 
Colour  Aluminium Grey 
Dimension 0,75 x 25 m 
Wheight 1,09kg 
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PHYSICAL CHARACTERISTICS : 
 
 
 Unit Value Norm 
Length m 25,00 - 
Width mm 75 - 
Peel adhesion N/50mm > 25 EN 12316-2 
Shear resistance N/50mm > 40 EN 12317-2 
Processing 
temperature: 

+ 5°C / + 40°C 

Storage temperature 
in dry conditions 

+ 5°C / + 25°C 

 
 
 
PACKAGING  

- 8 units / package  
 
INSTALLATION  

- Apply over polypropylene / polyethylene breathable membrane or vapour control layer in 
order to ensure air tightness along joints. 

- Fixtop Reflex can be used in combination with reflective breathable membranes and vapour 
control layer, Sun’x reflective barrier, Ceceal vapour barrier.   

- Apply over dry and clean substrates and press well to obtain the requested adhesion. 


